
SECTION B  |  ASPHALT

B114
ASPHALT SAMPLES SEALING DEVICE
STANDARDS: ASTM D6752 | ASTM D6857 | ASTM D7063 | 
AASHTO T-331

The device is a system for sealing samples for determination of bulk 
specific gravity (density) of compacted and loose asphalt mixtures.
The system can also be used for determining the bulk specific grav-
ity and absorption of aggregate and stone. This product is now the 
standard for measurement of bulk specific gravity of open graded 
and absorptive compacted asphalt samples. 
The samples are automatically sealed in specially designed punc-
ture resistant polymer bags. Densities measured with this system 
are highly reproducible and accurate. The results are not dependent 
on material type or sample porosity.

Vacuum Pump: 1.25 HP
Power supply: 230V  1ph  50Hz  1430W 
Dimensions: 490x640x510 mm
Weight: 91 kg approx.

NEEDED ACCESSORIES

B114-11 SMALL POLYMER BAGS 25x36 cm (pack of 100 pcs)

B114-12 LARGE POLYMER BAGS 38x46 cm (pack of 100 pcs)

B115
ASPHALT SAMPLES VACUUM DRYING DEVICE 

STANDARDS: ASTM D7227 | AASHTO PP75

The vacuum drying device is specifically designed for rapid drying of 
compacted asphalt cores and samples. The quick and accurate dry 
weight, helps contractors determine pavement density close to real 
time and make adjustments to rolling pattern and material if neces-
sary. It can also provide a matching baseline for density comparison 
between contractors and agencies. 
The device dries specimens near room temperature, ensuring 
sample integrity and the most accurate & repeatable dry weight. 
Rapid moisture loss is attributed to electronic desiccation and high 
vacuum technologies. The system cycles a flow of ambient air and 
vacuum, ensuring a highly efficient moisture removal process. The 
state-of-the-art and patented thermoelectric cold trap is specifically 
designed to protect the vacuum pump from damage by capturing 
moisture extracted from the sample.

Vacuum Pump: 1 HP
Power supply: 230V  1ph  50Hz  1650W 
Dimensions: 810x600x880 mm 
Weight: 77 kg approx.
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B068
MOISTURE INDUCED STRESS TESTER
STANDARD: ASTM D7870

Proper testing and screening of Hot Mix Asphalt (HMA) mixes 
for moisture susceptibility is a crucial requirement for designing 
today’s high-performing, longer-lasting pavements. This product is 
designed to simulate HMA pavement asphalt stripping mechanisms, 
which are due to water and repeated traffic loading. Current mois-
ture sensitivity tests suffer from poor repeatability and test times 
can take up to seven days. HMA conditioning in the instrument is 
automatic and can be completed in less than a day. 
Plug the unit into a standard wall outlet, place the sample in the 
chamber, select your settings and the unit does the rest. The device 
creates pressure cycles within the chamber to simulate the effect 
of moisture on the asphalt mixture. The data from the unit can be 
stored and transferred to a PC for evaluation and storage.

Temperature Accuracy: ±1 °C
Pressure Accuracy:  0.25%
Power supply: 230V  1ph  50Hz  1650W
Dimensions: 1210x1210x1570 mm 
Weight: 226 kg approx.
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