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MAIN FEATURES

16 KN SERVO-PNEUMATIC DYNAMIC TESTING SYSTEM
TWO MODELS AVAILABLE:

B220-01 KIT
DTS-16 WITH MANUAL CROSSHEAD

B220-02 KIT
DTS-16 WITH MOTORIZED CROSSHEAD

The DTS-16 Dynamic Testing System is a servo-pneumatically controlled testing machine utilizing digital control of a pneumatic servo valve 
to provide accurate loading wave shapes up to 70 Hz. The DTS-16 can be operated in tension, compression dynamic loading and is suited to 
testing a diverse range of materials such as asphalt, soil, unbound granular materials, fibres and plastics. 
The DTS-16 is underpinned by Pavetest’s leading edge CDAS digital controller, TestLab software and a full complement of accessories, hardware 
and software in perfect unison. 

The machines includes:

B220-11 20 kN Load frame with manual crosshead,
 16 kN Servo-pneumatic actuator with its
 LVDT (30 mm stroke), ± 20 kN load cell
or

B220-12 20 kN Load frame with motorized crosshead,
 16 kN Servo-pneumatic actuator with its
 LVDT (30 mm stroke), ± 20 kN load cell 
B206 16 Channel Control and Data Acquisition System
 (CDAS) & TestLab software
B270-12 Air reservoir assembly with membrane dryer

It requires pressurized air, minimum 7 bar (not included).

Model B220-01 KIT B220-02 KIT

B220-11

B220-12

B206

B270-12

 Compact, robust 2-Column load frame.
 Precision engineered.
 Optional Motorized crosshead positioning.
 Fully configurable to suit a large range of testing 

applications.
 Digital Servo-Pneumatic control. 
 4 axis control and 16 Channel Control and Data 

Acquisition System.

B220-02 KIT
16 kN Servo-Pneumatic dynamic testing system (motorized crosshead) 
with B221N Temperature controlled cabinet
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TECHNICAL SPECIFICATIONS

Load frame
 Between Columns 345 mm
 Vertical Space 650 mm

Servo actuator
 Capacity ± 16 kN
 Frequency up to 70 Hz
 Stroke 30 mm
 Air supply clean dry air
 Pressure 800-900 kPa
 Minimum rate up to 5 litres/sec

Power Supply: 90-264V  50-60Hz  1ph  240W (B220-11)
 230V  50Hz  1ph  100W (B220-12)
 230V  50Hz  1ph  1450W (B221)
Dimensions: 1262(h) x 400(d) x 470(w) mm B220-11 load frame 
         1262(h) x 400(d) x 510(w) mm B220-12 load frame  
 2170(h) x 840(d) x 760(w) mm load frame with  
 temperature controlled cabinet
Weight: 80 kg load frame B220-11 load frame
  125 kg load frame B220-12 load frame 
 160 kg temperature controlled cabinet

For test configurations and related jigs, please consult p.182-192

RECOMMENDED ACCESSORIES

B221N Temperature controlled cabinet: -20 °C to +70 °C 
to suit DTS-16 or 4PBA

B250-07 KIT Temperature measuring kit comprising:

  B292-01     Temperature transducer (-80 °C to +80 °C)
  (2 pieces)

 B250-10 Dummy asphalt specimen

 B250-11 100 mm “O” ring (3 pieces)

 B250-12 Thermal conducting grease (about 56 g)

H009-01EN PC complete with LCD monitor 22”, keyboard, 
mouse, cables and installation of  Testlab software

TECHNICAL FEATURES

 Optional motorized crosshead. 
 A motorized crosshead allows an easier test set-up in terms of accessories positioning without using any extension rods.
 Latest technology. 

 The DTS-16 advantage revolves around the Control Data Aquisition System (CDAS) and TestLab Software.  
 Durable powder coated aluminium base plate with stainless steel work platen.
 Air reservoir assembly with membrane dryer. 

 It allows a great insurance against damages to the servo-valve in case of moisture in the compressed air.

We can upgrade your existing UTM (also from other manufacturers)

B220-02 KIT
DTS-16 detail

B220-12
20 kN Load frame with motorized 
crosshead

B270-12
Air reservoir assembly 
with membrane dryer

B250-07 KIT
Temperature measuring kit
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